PERMEABLE PAVERS
2" TO 12"
(SEE NOTE 7)
10" MIN.
NATIVE SOIL
SEASONALLY HIGH GROUNDWATER LEVEL
SURFACE WATER FLOW
VEGETATED FILTER STRIPS/OTHER BMPS (SEE NOTE 10)
PERMEABLE JOINT OPENING AS DIRECTED BY MANUFACTURER
PERMEABLE SETTING BED AGGREGATE AS DIRECTED BY MANUFACTURER
VEGETATED FILTER STRIPS/OTHER BMPS (SEE NOTE 10)
GEOTEXTILE FABRIC (SIDES ONLY)
TOTAL PERMEABLE SETTING BED AGGREGATE AS DIRECTED BY MANUFACTURER
PERMEABLE JOINT OPENING AS DIRECTED BY MANUFACTURER

NOTES:
1. THE PERIMETER OF THE VOLUME CONTROL FACILITY SHALL MAINTAIN THE MINIMUM HORIZONTAL SEPARATION DISTANCE OF: 10-FEET FROM FOUNDATIONS, UNLESS WATERPROOFED; 20-FEET FROM ROADWAY GRAVEL SHOULDER; AND 100-FEET FROM POTABLE WATER WELLS, SEPTIC TANKS/FIELDS, OR OTHER UNDERGROUND TANKS.
2. SANITARY OR COMBINED SEWERS SHALL NOT BE LOCATED WITHIN THE VOLUME CONTROL FACILITY. SANITARY OR COMBINED SEWERS SHALL NOT BE LOCATED BELOW THE FOOTPRINT OF THE VOLUME CONTROL FACILITY. WHEN LOCAL CONDITIONS PREVENT THE SEWER FROM BEING LOCATED OUTSIDE THE FOOTPRINT OF THE FACILITY THE SEWER SHALL BE CONSTRUCTED TO WATER MAIN QUALITY STANDARDS, OR IT SHALL BE ENCASED WITH A WATER MAIN QUALITY CARRIER PIPE WITH THE ENDS SEALED.
3. AVOID INSTALLATION ON SLOPES GREATER THAN 3.00%. AVOID COMPACTING NATIVE SOILS. SCARIFY ANY COMPACTED SOIL.
4. GEOTEXTILE FABRIC SHALL MEET REQUIREMENTS OF IUM MATERIAL SPECIFICATION 592. FOR WOVEN: APPARENT OPENING SIZE OF 0.50 MM (TABLE 1, CLASS I). FOR NON WOVEN: APPARENT OPENING SIZE OF 0.30 MM (TABLE 2, CLASS II).
5. STONE STORAGE OPTIONS ARE IDOT CA-1, CA-3, CA-7, DISTRICT VULCAN MIX, OR APPROVED ALTERNATE. NO RECYCLED MATERIALS.
6. MINIMUM DISTANCE OF 2 FEET (3.5 FEET IN COMBINED SEWER AREAS) BETWEEN BOTTOM OF BMP AND SEASONALLY HIGH GROUNDWATER LEVEL.
7. UNDERDRAINS ARE REQUIRED IN TYPICAL CLAYEY SOILS WHERE INFILTRATION RATES ARE LESS THAN 0.5 INCH/HOUR. MAXIMUM OF 1 UNDERDRAIN PER 30 FEET. PROVIDE A SOIL REPORT DOCUMENTING NATIVE INFILTRATION RATE TO FOREGO UNDERDRAINS.
8. MINIMUM UNDERDRAIN BEDDING OF TWO INCHES, MAXIMUM OF 12 INCHES.
9. ONE OBSERVATION WELL REQUIRED PER 6,000 SQUARE FEET OF SURFACE AREA.
10. FOLLOW THE REQUIRED PRETREATMENT MEASURES LISTED ON THE VOLUME CONTROL PRETREATMENT MEASURES DETAIL.
11. MAINTENANCE REQUIREMENTS INCLUDE ANNUAL VACUUMING AND LOW-PRESSURE POWER WASHING OF PAVEMENT SURFACE. ADJACENT VEGETATED AREAS SHALL BE WELL-MAINTAINED. BARE SPOTS AND ERODED AREAS SHALL BE REPLANTED AND STABILIZED IMMEDIATELY. DO NOT SEALCOAT OR APPLY DE-ICING SAND/GRAVEL/SALT. APPLICABLE SIGNAGE REQUIRED FOR FACILITY, REFER TO THE TYPICAL SIGNAGE FOR PERMEABLE PAVEMENT DETAIL.

<table>
<thead>
<tr>
<th>VOLUME TYPE</th>
<th>SURFACE AREA</th>
<th>DEPTH</th>
<th>POROSITY</th>
<th>STORAGE VOLUME</th>
<th>VOLUME PROVIDED</th>
</tr>
</thead>
<tbody>
<tr>
<td>VA: COARSE AGGREGATE (ABOVE INVERT)</td>
<td></td>
<td></td>
<td>0.36</td>
<td>0.50 X 0.36 X VA</td>
<td></td>
</tr>
<tr>
<td>VB: COARSE AGGREGATE (BELOW INVERT)</td>
<td></td>
<td></td>
<td>0.36</td>
<td>0.36 X VB</td>
<td></td>
</tr>
<tr>
<td>TOTAL</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

BOTTOM OF THE FACILITY: ELEV. ______
SEASONALLY HIGH GROUNDWATER: ELEV. ______
SEPARATION: FEET ______